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1.  General information disposal of STABILUS-PRODUCTS

2. Special instructions for the individual models
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Intended for internal and external use.

m
z

DE: X| EN: X| ES: X| IT: X| PR:X | FR: X| RO: X

Preceding edition: 11.11.1993

1. GENERAL INFORMATION DISPOSAL OF STABILUS PRODUCTS

Highly pressurized products can be potentially dangerous. In order to
eliminate these potential dangers the gas springs and dampers to be
disposed must be immediately, i.e. without (temporary) storage, degased
according to the instructions in this Stabilus-specification.

During degasing the following general considerations as well as the special
degasing instructions for the respective product types according to point 2.1
et seq must be observed. Disregard of these instructions can be hazardous.

In general the following applies:

1.

The pressure tube must be clamped between two V-blocks without being
deformed and in such a way that dimension X is at least 25mm (see point 2.1 et

seq).

For STAB-O-MAT and STAB-O-MAT columns the entire pressure tube may be
clamped.

. To degas, the pressure tube must be either slowly sawed open witha H AN D

S AW ordrilled openwitha D RILL B IT roughly 3mm in diameter at the
specified location.

. Due to the high internal pressure it is possible for metal shavings and/or oil to

spray out from the sawing or drilling location. Therefore the necessary personal
protection (eye and face protection, covering the sawing location) should be
applied before sawing or drilling.

. For lockable product the locking mechanism must be opened by actuating the

release pin until the piston rod has been completely extended. After degasing
actuate the release pin a second time to exhaust any remaining gas pressure in
the product. Observe the necessary safety precautions according to Pt. 3.

. DORSTOP products must be completely extended before degasing
. The unpressurized product must be disposed of according to waste

management laws. Gas springs and dampers are filled with oil. Waste oil must
be disposed of according to waste management laws. Do not allow waste
products into soil or natural bodies of water.

If disposal according to these regulations or the accurate identification of the
product (according to Point 2.1 et seq) is not possible, it is recommended to
consult with the supplying plant.
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Intended for internal and external use.
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2. Special instructions for the individual models

2.1 Model: LIFT-O-MAT/INTER-STOP

1st saw cut/drilling location

2nd saw cut/drilling location X
(@——0————9 ______ _._,_J:r_,_,? ________ _|___‘
\ ca.
L20mm
) Pressure )
Piston rod ) tube /)

Bottom

1st saw cut/drilling location: Saw or drill the pressure tube about 20 mm from the

bottom.

2nd saw cut/drilling location: Saw or drill in the radial groove.
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Intended for internal and external use.

2.2 Model: LIFT-O-MAT telescopic leg

The following 3 steps must be carried out in the indicated sequence.

Step 1: .
Guide
Pressure tube

tube

Piston rod Intersection line

Cut open the guide tube lengthwise using a suitable cutting tool (e.g. knife) and
remove by opening the tube to expose the coil spring completely.

CAUTION!
The mechanical spring is pre-loaded between positioning points A and B

Step 2:

Drilling location
A Pressure
Bottom cover

EN ,
Piston rod |
x
o}
z
x G . ap .
& Drilling location: Open by drilling the pressure tube between the coils of the
[ . .
= mechanical spring at a range of 40 - 55 mm.
3k
=z CAUTION!
el = The mechanical spring is pre-loaded between positioning points A and B.
< | ..
o |8
w | =
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< | ©
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w|o
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Intended for internal and external use.

Step 3:

- Clamp the complete device by way of the mechanical spring in a vice with prism
jaws.

Vice with prism jaws

Kq—

\a!
I\
’ "\S\:\\\“\
R

|'\\\\_\\  ——

Relief cut

- In at least 3 locations sever the coils of the mechanical spring using an angle
grinder with a cut-off wheel. Make sure the relief cuts are parallel to the gas spring
axis. If possible after each relief cut turn the spring coils (clockwise) into one
another.

- Turn the spring sections into one another until the pre-load has been eliminated.

CAUTION!

When severing the spring coils beware of sudden impact force on the cut-off
wheel. Severing the coils may only be performed by qualified personnel.
Observe the safety instructions!
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2.3 Model: LIFT-O-MAT with interior valve (TCV)

Variant |: LIFT-O-MAT with two single grooves

Intended for internal and external use.

2nd saw cut/drilling location 1st saw cut/drilling location
1. Groove 2. Groove Bottom

X
l T N

| [
| - = |

Piston rod Pressure tube’ /? | @/? % 20mm

Variant Il: LIFT-O-MAT with single and double groove

AN,

2nd saw cut/drilling location 1st saw cut/drilling location
1. Groove Double groove Bottom

| A e

i
= /]

r \

Piston rod Pressure tube/ @/g @/g ca. 20 mm

Variant Ill: LIFT-O-MAT with two single grooves covered by black label

2nd saw cut/drilling location 1st saw cut/drilling location
1. Groove lable Bottom
I r‘i X
! ‘ =1 iy
EN \ Il \ _
| | _ J I\
= = \\
x Piston rod Pressure tubg’ @ @ ca. 20 mm
2
x
T Observe the sequence!
Zle 1st saw cut/drilling location: Saw or drill the outer pressure tube and inner guide tube
» . .
; T between the radial groove and piston rod.
£ =
5| & 2nd saw cut/drilling location: Saw or drill in the area between the radial groove and
213 the pressure tube bottom
x
z |2
L e
=<| 8
[0 .
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2.4 Model: BLOC-O-LIFT

_ 2nd saw cut/drilling location  1st saw cut/drilling location
Release pin X

J
)
J

8 || e——— A —— _

(
[
\

The print-out is not subject to the modification service.

ca.
20 mm
Piston rod 7 Pressure /] Bottom
4 tube [

1st saw cut/drilling location: Saw or drill the pressure tube about 20 mm from the
bottom.

2nd saw cut/drilling location: Saw or drill in the radial groove.

Intended for internal and external use.
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2.5 Model: | Damper
Il Damper Telescopic leg

The print-out is not subject to the modification service.

bottom.

Il Damper telescopic leg: see point 2.2

Intended for internal and external use.

| Damper
1st saw cut/drilling location
2nd saw cut/drilling location X
| i — + - |——{HH
‘ . ==
ca.
\ 20 mm
, Pressure Bottom
Piston rod tube

l 1st saw cut/drilling location: Saw or drill the pressure tube about 20 mm from the

2nd saw cut/drilling location: Saw or drill the pressure tube in the radial groove.
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Intended for internal and external use.

2.6 Model: STAB-O-MAT

Attention! For double tube products, the depth of cut must be at least 7 mm.

a) Interior release pin

STAB-0-MAT Saw cut/drilling location Support can
Pressure /
tube
S S "L
{——= HeyH—+b——— e
/ i —IL / 15}
E > o rrr T T I T ITZZLZ LA
"
ca. 55 mm
1 _ Locking clip/
/ g Piston rod Safety element

Release pin accessible through this opening

b) Outside release pin
Support can

STAB-0-MAT Saw cut/drilling location
Pressure /
tube | IL 1
~N N !
_______ ___H,+ ,_._._A_IL )
Il
1T &N
EN o
A
>< H . .
o Release pin ca. 55 mm Locking clip/
< 7 Piston rod Safety element
£ /
el
E 8 - Disassemble STAB-O-MAT column (remove locking clip /safety element and pull off
<z support can).
El= - Version with internal release: actuate release pin with corresponding release lever.
> .
AE Saw cut: Saw open the pressure tube in the middle of area "A". or
x| e Drilling location: Drill the pressure tube open about 55 mm from cone.
il
=<| 8
[0 .
g & Rev.: 15
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Intended for internal and external use.

c) Separate guide bushing from support can

Support can

—~— _EE_._.#_._ __._._.% __________ _

I °
/ i Locking clip/
Gas spring Safety element

- Disassemble STAB-O-MAT column (remove locking clip /safety element and pull off
support can).

Disassemble pinned guide bushing
Saw cut

ca. 110 cm Support can

* Dowel pin (roll pin)

EN

>

o]

o
=3

i
el

E 8 Cut/saw support can 110 mm from the top edge. Clamp the cut tube piece including
<| = guide bushing, with locating pin pointing up.
Els Using a punch, knock the locating pin inwards through the guide bushing. Repeat this
>z step for devices with two locating pins.
Lz Use a punch to knock the guide bushing out of the outer tube.

x

z |2

L ©
=<| 8

[0 .
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Disassemble guide bushing secured with roll closed lip:

2nd saw cut 1st saw cut

ca. 110 cm

Support can

The print-out is not subject to the modification service.

Knock guide bushing out of support can.

Intended for internal and external use.

2nd saw cut: Cut support can and guide bushing longitudinally.

l 1st saw cut: Cut support can approx. 110 mm from the top edge.

Rev.: 15
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Intended for internal and external use.

2.7 Model: STAB-O-MAT / STAB-O-BLOC telescopic column

STAB-0-MAT/ Saw cut/drilling location
STAB-0-BLOC \

o sun I BN |

| — _ Y

Support can

Release pin Telescopic tube Piston rod

- Press the release pin and completely extend the column.
- Version with internal release: actuate release pin with corresponding release lever.
Saw cut/drilling location: Saw or drill the pressure tube about 55 mm from cone.
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Intended for internal and external use.

2.8 Model: | STAB-O-BLOC column
Il STAB-O-BLOC telescopic
Il STAB-O-BLOC

| STAB-O-BLOC column

STAB-O-BLOC
telescopic

Support can

Release pin
Locking clip

- Remove locking clip
- Pull the STAB-O-BLOC out of the support can.

I STAB-O-BLOC telescopic

a) removable connection
- carrying tube with STAB-O-BLOC and fastening screw

Carrying tube

EN i 7 -
g-—ft——— ===
x N
.. 1T
o
[0
>
o
L .
% | o : Fastening Piston rod
c |8 - unscrew fastening screw screw
o | o
< | = - take out STAB-O-BLOC
el - degas see Pt. Il
< | ..
.| <
wlQ
w | =
—| o
< | @
| o
Z | £
[AN] o
|8
ol K] .
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b) non removable connection
- carrying tube with STAB-O-BLOC by dinks on carrying tube

Saw cut/drilling location
Piston rod

E— — W

The print-out is not subject to the modification service.

. /
Release pin é g Carrying tube

Press the release pin and completely extend the piston rod.

Saw cut/drilling location: Saw or drill the device between the start of the cone
(carrying tube, release pin side) and carrying tube dinks
(piston rod side)

| Caution! - Triple tube device - min. cutting depth 8mm

[l STAB-O-BLOC
Saw cut/drilling location

Intended for internal and external use.

_______ 4'_‘_‘i*,‘g_'_'_‘_#:{:'_'_‘V‘_'_“_“}

EN ca. 35 mm
e / Pressure tube Piston rod
< /) |
[4 Fastening screw cap
X |
£[8| Release pin
< | =
El=
x| = . .
@ S Press the release pin and completely extend the piston rod.
=3 - . . .
| & Saw cut/drilling location: Saw or drill the unit open about 55 mm from the bottom.
zZ | £
w|o
. Q - - -
|8 CAUTION! - Double tube device - min. cutting depth 5 mm. Rev.: 15
g o .
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2.9 Model: HYDRO-BLOC

The print-out is not subject to the modification service.

radial groove.

Intended for internal and external use.

3rd saw cut/ 2nd saw cut/ 1st saw cut/
drilling location drilling location drilling location
Release pin 3rd groove 2nd groove 1st groove
\ ' \ /
TS i ) 1 o S| |
— f | | |
_/ \ f ; |
4 ’ 7
Piston rod
Pressure A / A
tube

Saw cut/drilling location: Saw or drill the pressure tube in the first, second and third
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2.10 Model: HYDRO-LIFT

Pressure tube X

2nd saw cut/drilling location 1st saw cut/drilling location

i

@ A_,_k_.:_._._,k_,_._ i._i_ _____ f—

™
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Piston rod 2nd groove i

l the bottom.

Intended for internal and external use.

Bottom

1st saw cut/drilling location: Saw or drill the pressure tube about 20 mm from

2nd saw cut/drilling location: Saw or drill in the second radial groove from the piston
rod end.
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Intended for internal and external use.

2.11 Model: DORSTOP

The device must be brought to the completely extended position before degasing
(sawing/drilling).

2nd saw cut/drilling location  1st saw cut/drilling location

o S e ——
ca.5mm \ * g?).mm

Pressure
Piston rod tube Bottom
/ '4 @
/]
ca. 120 mm

3rd saw cut/drilling location

1st saw cut/drilling location: Saw or drill the pressure tube about 20 mm from the

bottom.
EN - . .
2nd saw cut/drilling location: Saw or drill the pressure tube about 5 mm from the
< radial groove (between groove and tube bottom).
o
; 3rd saw cut/drilling location: Saw or drill the pressure tube about 120 mm from the
i radial groove (between groove and tube bottom).
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2.12 Model: DORSTOP-console

Aluminium console

== disassembly

T ——
direction

T

The print-out is not subject to the modification service.

DORSTOP

/‘f’ of DORSTOP

1. Remove fastening srew
2. Pull DORSTOP out of console

Intended for internal and external use.

m
z

Preceding edition: 11.11.1993

DE: X| EN: X| ES: X| IT: X| PR:X | FR: X| RO: X

Pressure discharge of
DORSTOP acc. to point 2.11
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2.13 Model: POWERISE Spindle Drive

The following 2 steps must be carried out in the indicated sequence.

A / Cover tubes

| pompiEacieany ) e
il — | mem

[ --59808680 U bupbuveoe

Intersection lines

Step 1:

—Aw

The print-out is not subject to the modification service.

Cut open the cover tubes lengthwise using a suitable cutting tool (e.g. knife) and
remove by opening the tube to expose the coil spring completely.

CAUTION!
The mechanical spring is pre-loaded between positioning points A and B

Intended for internal and external use.
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Intended for internal and external use.

Step 2:
- Clamp the complete spindle drive by way of the mechanical spring in a vice with

| _ 4/ Vice with prism jaws
5
A (|
= /

- In at least 3 locations sever the coils of the mechanical spring using an angle
grinder with a cut-off wheel.
Make sure the relief cuts are parallel to spindle drive axis.
If possible after each relief cut turn the spring coils (clockwise) into one another.

Relief cut

- Turn the spring sections into one another until the pre-load has been eliminated.

CAUTION!

When severing the spring coils beware of sudden impact force on the cut-off
wheel. Severing the coils may only be performed by qualified personnel.
Observe the safety instructions!
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2.14 Model: other POWERISE

2.14.1 Disposal of POWERISE bowden cable system with Dorstop

Dorstop Bracket

0 O \
. . v AN . . - ‘.
= — \ | ; B H

i

i
=

The print-out is not subject to the modification service.

Potentiometer \ (=8

- o,
/ . %,

cut the
Bowden cable

Wiring

Compression

\O O .
- (@) / : 9) spring

Housing

Intended for internal and external use.

EN
All system components can be disassembled into their individual components by

= means of separating the threaded and pressfit connections. The individual
g components must be disposed of based on material and according to any and all
= local regulations.
£

Xle Caution when separating the bowden cables, system is pretensioned
== (compression spring).

el
x| % Dispose of DORSTOP devices according to the corresponding section of this
S specification.
x| @

z| 2
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Intended for internal and external use.

2.14.2 Disposal of POWERISE with Direct Drive

(o)
0% Housing
o
O
o
)
Control
Motor

Drive lever

Connecting
rod

Potentiometer

EN
X
S
o
3
x
el
Xl
r|o . . . .
ale All system components can be disassembled into their individual components by
= means of separating the threaded and pressfit connections. The individual
=| - components must be disposed of based on material and according to any and all
.e c .
2 local regulations.
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Intended for internal and external use.

2.14.3 Disposal of POWERISE bowden cable system with Lift-o-Mat

Motor

Cut the Gas spring
bowden cable

Potentiometer

Control

All system components can be disassembled into their individual components by
means of separating the threaded and pressfit connections. The individual

EN components must be disposed of based on material and according to any and all
< local regulations.

5
= Caution when separating the bowden cables, system is pretensioned (torsion
£ spring in housing).

£1s Disposal of Lift-o-Mat according to the corresponding section of this specification.
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